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BioMax Environmental

Environmental Consulting and Industrial Hygiene Services

October 28", 2008

Mr. Doug Button

Deputy Director

Real Estate Services Division
707 Third Street - 8th Floor
West Sacramento, CA 95605

Post Inspection Clearance Assessment Report
Department of General Services

LaCroix Davis Investigative Areas — 22" Floor
Board of Equalization Building, 450 N. Street
Sacramento, California

Mr. Button,

BioMax Environmental, LLC (BioMax) is pleased to provide The Department of General
Services (DGS) with this letter summary report detailing BioMax’s findings and
recormmmendations pertaining to our post inspection clearance assessment services performed -
within the 22™ Floor interior wall areas within the Board of Equalization (BOE) building located
at 450 N Street, Sacramento, California. BioMax understands that these post inspection -
clearance assessment services were contracted with BioMax, at your request, in an effort to
review and verify the successful completion of i investigative efforts and repair performed by
LaCroix Davis (LCD) and JLS Environmental, Inc., (JLS), respectively, within the identified
22" floor ixterior wall cavxty areas.

Therefore, these post inspection clearance assessment services arc intended to assess the current
site conditions wherein investigative deconstruction and sampling activities were performed by
LCD under containment barrier controls and immediate repairs completed by JLS. BioMax
understands that such areas were investigated by LCD in an effort to visually identify and assess .
the potential for moisture intrusion and resultant microbial relatcd damages within the noted
interjor cavities. Procedural recommendations prepared by BioMax pertaining to such activities
were developed, distributed, and approved by DGS and BOE representatives as summarized in
BioMax’s summary report entitled Containment and Clearance Procedures during Wall
Cavity Inspection, dated October 10", 2008.

Additional historical reports and assessment data may also be obtained for further background
and technical reference, as necessary.
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Hence, these post inspection clearance assessment services, thereby, are intended to provide a
professional evaluation verifying the physical conditions wherein the successful completion of
noted LCD activities, JLS repair, and clean-up measures have been performed within cach of the
containment areas noted below. Following the completion of these prescribed activities, Mr.
Michael A. Polkabla, CIH, REA of BioMax performed a detailed area inspection and air
sampling assessment within each of the noted interior containment areas and adjacent interior
areas as noted. BioMax’s findings and conclusions pertaining to these inspection and clearance
sampling assessment activities are summarized herein.

Due to the varying completion status of the noted LCD containment areas, site inspection and
assessment sampling activities were performed within the noted containment areas on October
13% and 20™, 2008. Sitc access into each of these contained areas was facilitated by site
contractor JLS personnel. On the noted dates, Mr. Michael A. Polkabla, CIH, REA of BioMax
performed a detailed visual site inspection within the available containrwent system barriers
wherein a detailed visual assessment and confirmatory sampling activities were performed as
noted below.

On-site inspection and clearance sampling assessment activities were performed by Mr. Michael
A. Polkabla, CIH, REA, of BioMax in accordance with curreptly recognized microbial
assessment and sampling guideline procedures. Mr. Polkabla has been certified in the
Comprehensive Practice of Industrial Hygiene by the American Board of Industrial Hygiene and
holds the right to the designation "Certified Industrial Hygienist" (CIH) under certification
number CP 7104. Mr. Polkabla is also certified by the California Environmental Protection
Agency (Cal/EPA) as a Class I Registered Environmental Assessor (REA) under Cal/EPA
certification number 05011. Previously established clearance criteria developced for the building
investigative activities has been formalized in BioMax’s Post Mitigation Clearance Asscssment
Protocols dated February 15", 2008. Such protocols have been reviewed and approved by BOE’s
environmental consultant, Hygientech International, Inc. (HTI) prior to implementation. A
summary of significant notations and observations gathered during BioMax's site inspection and
clearance assessment activities within the subject containment areas are compiled as follows:

1. At the time of our preliminary site inspection and clearance sampling assessment performed
on October 13%, 2008 ambient outdoor conditions both prior to and following our interior
assessment activities consisted of clear and cool conditions with an outdoor temperatures
range between 49 and 51 degrees F and relative humidity of 28 and 27 %, respectively.
Predominant winds were noted at approximately 0-5 knots from the north westcrly direction
at the time of our assessment. Interior environmental conditions within the sampled
containment areas consisted of a temperature range between 72 and 84 degrees F with
relative humidity of 22 to 24 percent.

2. At the time of BioMax’s follow-up site inspection and clearance sampling assessment
performed on October 20™ 2008 ambient outdoor conditions both prior to and following our

LCD 22™ Floor Investigative Area Clearance 10-28-08 2 BioMax Environmental, LLC
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interior assessment activities consisted of clear and cool conditions with an outdoor
temperatures range between 59 and 63 degrees F and relative humidity range of 30 and 31 %,
respectively. Predominant winds were noted at approximately 0-5 knots from the north
westerly direction at the time of our assessment. Interior environmental conditions within the
sampled containment areas consisted of a temperature range between 77 and 78 degrees F
with relative humidity of 27 to 28 percent.

At the time of each of these assessment activities, each of the observed interior containment
barrier systems, whereby destructive inspection and repair activities were performed, were
established and maintained within the noted arcas as per BioMax’s protocols. Specific detail
as noted on the “as built” construction site floor diagram documents may be reviewed for
further reference as necessary. BioMax also performed prior inspections and review of
records/conditions within and surrounding each of the noted containment areas during the
noted investigative activities. A review of such information and physical pressure differential
records has indicated a preponderance of evidence verifying that the current barricr systcms
have provided appropriate protective controls for the duration and performance of the noted
investigative activities.

During the performance of our post inspection assessment within each containment system,
BioMax noted the absence of visible evidence of elevated particulate debris and/or residues
remaining within each of the noted containment systern barriers. BioMax also noted the
completion of physical wall penetration and/or removal repair as evidenced by the visual
repair patches and recent re-sheet rocking of exposed wallboard materials. BioMax
understands that DGS had been provided specific procedural repair requirements and wall
repair procedura) detail as part of the iraplementation of these activities. Any further detail
regarding these repair procedures may be obtained through review of these referenced
requirements provided by the local fire marshal authority, as necessary

The establishment of containment system barriers encompassing each of the interior affected
areas were observed and verified under appropriate posting and negative pressure differential
at the time of this post mitigation assessment. Worker and equipment entry and exit
chambers comprised of a series of zippered plastic access doorways were also observed
attached to the noted containment barriers consistent with BioMax’s previously noted
mitigation protocols.

As verified during these assessment activities, all identified interior wallboard building
materials had been removed and repaired within each of the noted interior areas of
investigation at the time of BioMax’s clearance assessment. Digital images and schematic
records have been developed and maintained by LCD and JLS for the duration the
performance of these investigative inspection and removal activities. Such records have been
reviewed by BioMax as part of this clearance assessroent and may be provided by LCD and
JLS for additional review upon request.

Following the completion of visual inspections within each of these containment areas,
BioMax collected series airborne samples within and outside the noted containment systems

LCD 22™ Flaor Investigetive Area Clesrance 10-28-08 k) BioMax Environmental, LLC
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noted below for subsequent comparative analysis. Such samples collected within and
surrounding each the interior containment system were performed in an effort to identify and
quantify the presence of potential airbome mold spores present within (and surrounding) the
containment systems following the completion of the prescribed investigative effort.
Findings associated with these verification sampling activities are noted below.

8. BioMax also collected a series of digital images during these post inspection assessment
activities to document the conditions and significant site observations gathered at this time.
Such images are provided as an attachment to this summary report for further reference, as

necessary.
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On-site inspection and sampling assessment activitics were conducted by Mr. Michael A.
Polkabla, CIH, REA, of BioMax Environmental within the noted LCD containment areas on
October 13" and 20, 2008. All sampling equipment, supplies, calibration materials, and
collection media were provided and maintained by BioMax as part of the performance of this
scope of work. Sample collection procedures and methods were performned using standard.
industrial bygiene sampling methods following techniques prescribed by the contracted analytical
Jaboratory.

Spore Trap Airborne Microbial and Particulate Sampling:

The collection of airbome Spore Trap microbial samples was achieved using Zefon Air-O-Cell
sampling cassette collection devices placed in each of the areas identified in the tables below.
Airborne Spore Trap samples were collected within and outside each of the containment arca
locations at a height of approximately four fect above ground level using a tripod mounted Quick
Take 15 air sampling pump manufactured by SKC. Samples were collected at a calibrated flow
rate of 15 liters per minute for a total of five minutes per sample. Resultant total sample
volumes, therefore, corresponded to 75 liters collected for each collected sample. Field
calibration of the SKC air sampling pump was conducted using a field rotometer devise
calibrated with a Bios Drycal primary standard flow meter. All spore trap air sampling and
analytical procedures were performed in accordance with prescribed manufacturer guidelines as
well as applicable professional certified industrial hygiene indoor air quality microbial
investigation procedures and certified industrial hygiene practices.

Additional exterior ambient samples were also similarly collected and analyzed before and after
the interior assessment in an effort to identify and quantify representative background microbial
taxa (types), rank order, and corresponding airborne spore levels present within the ambient
environment at the time of this assessment for comparative purposes. Sampling collection
activities performed on October 13™, 2008 during this study inclnded the collection of
identifiable airborne microbial contaminants within the representative area locations noted in
Table 1:
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14226771 | Ambient Post Samplc at 23™ Floor West Balcony

14226772 | Hallway near Men’s Restroom (LCD-C-10) Containment

14226840 | LCD-C-10 Containment

14226728 LCD-C-9 Containment

14224986 | LCD-C-8 Containment

14226693 | LCD-C-1 Containment

14226592 | Hallway near LCD-C-2 Containment

14226775 | LCD-C-2 Containmcnt

14226829 | LCD-C-3 Containment

14226699 | LCD-C-4 Containment

14226858 LCD-C-5 Containment

14226788 | LCD-C-11 (Sample Aborted)

14226827 | Ambient 23™ Floor West Balcony

Sampling collection activities performed on October 20", 2008 as part of this study included the
collection of identifiable airborne microbial contaminants within the representative area locations
noted in Table 2:

14226686 | Ambient Post Sample at 3rd Level of Parklng Garage

14226756 | Hallway near LCD-C-11 Containment

14226805 | LCD-C-11 Containment (re-test)

14226767 | Hallway near LCD-C-6 Containment

14226803 LCD-C-6 Containment

LCD 22" Floor Investigative Area Clearance 10-28-08 5 BioMax Environmental, LLC
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14226796 | LCD-C-7 Containment

b

14226768 | Ambient Front Entry of Building

At the conclusion of sampling activities, preparation and shipping of the collected samples were
accomplished in accordance with standard industrial hygiene chain of custody (COC)
documentation procedures and quality assurance/quality control practices. Once collected,
labeled, and recorded, all samples were double sealed within airtight plastic Ziploc shipping
containers and transported via Fcderal Express Priority Mail to Environmental Microbijal
Laboratories (EMLabs) in San Bruno, California for microbial analysis. EMLabs holds current
applicable analytical accreditation and specializes in microbial analytical procedures. Sampling
and chain of custody records are provided as an attachment to this letter report for further
reference.

Airborne Spore Trap Findings LCD Containments Relative to 10/13/08:

Laboratory analytical methods for the identification and enumeration of microbial (mold) taxa
and particulate contaminants were conducted in accordance with prescribed analytical procedures
and quality control/assurance mcasures. Original laboratory results including the enumeration of
recognizable microbial spore and particulate types are also attached to this letter report for further
reference and detail. A summary of airborne Spore Trap microbial (mold) and particulate
findings pertaining to each of the subject areas are presented in Table 3 below:

Table 3. Airborne Microbial and P
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Ambient Post Sample at 23" 2,800 3+ <1+

Floor Wcst Balcony
Hallway near Men’s Restroom 53 2+ 1+ <13

(LCD-C-10) Containment

LCD-C-10 Containment 240 2+ 2+ 13

LCD 22™ Floor Investigative Area Cleararice 10-28-08 6 BloMax Environmantal, LLC
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LCD-C-9 Containment 330 2+ 2+ <13
LCD-C-8 Containment 170 2+ 1+ <13
LCD-C-1 Containment <13 2+ 1+ <13
Hallway near LCD-C-2 67 2+ 1+ <13
Containment

LCD-C-2 Containment 150 2+ 1+ 40
LCD-C-3 Containment <13 2+ 1+ <13
LCD-C-4 Containment 120 3+ 1+ <13
LCD-C-5 Containment <13 2+ 1+ <13
LCD-C-11 (Sample Aborted) 53 2+ 1+ <13
Ambient 23" Floor West 10,000 3+ <1+ 130
Balcony

Airborne Spore Trap Findings LCD Containments Relative to 10/20/08:

Laboratory analytical methods for the identification and enumeration of microbial (mold) taxa

and particulate contaminants were conducted in accordance with prescribed analytical procedures
and quality control/assurance measures. Original laboratory results including the enumeration of
recognizable microbial spore and particulate types are also attached to this letter report for further
reference and detail. A summary of airborne Spore Trap microbial (mold) and particulate

findings pertaining to each of the subject areas are presented in Table 4 below:

LCD 22™ Floor Invastigativa Area Clearance 10-28-08
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Ambient Post Sample at 3™ 690 3+ <1+
Level of Parking Garage
Hallway near LCD-C-11 430 3+ 1+ <13
Containment
LCD-C-11 Containment (re- 570 4+ None <13
test)
Hallway near LCD-C-6 440 4+ None <13
Containment
LCD-C-6 Containment 110 3+ None <13
LCD-C-7 Containment 110 3+ None <13
Ambient Front Entry of 5,900 4+ <1+ 40
Building

The analytical findings presented in Tables 3 and 4 above clearly indicate the presence of
significantly lower concentrations of tota] microbial (mold) spores measured within cach of the
interior samples collected both within and surrounding the subject LCD containment barriers
when compared to the levels currently measured within the samples collected from the
corresponding ambient outside environment. Analytical findings also indicate similar fungal
taxa distribution (mold types) and rank order (predominant taxa) of molds identified within the
mitigated areas as well as the adjacent hallway areas sampled (area noted as “Hallway” outside
containment). Analysis of fungal hyphal fragments (vegetative fungal growth structures) also
indicated fewer structures within the interior containment areas and adjacent interior spaces when
compared to the corresponding levels found within the ambient outside environmental samples.
Particularly worthy of note, was the absence of elevated levels of hydrophilic (moisture loving)
mold taxa following the performance of mitigative activities within each of the noted LCD
containment barrier arcas.

Although there are currently no regulatory standards or limits pertaining to allowable airborne
fungal concentrations (for any mold taxa) present in indoor environments, there is a general

LCD 22™ Floor Investigative Area Clearance 10-28-08 8 BloMax Environmental, LLC
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consensus among indoor air quality experts that airborne microbial contamination found within
“acceptable” living and working spaces are generally similar jn kind and present at levels which
are below those found in the corresponding native outside environment. BioMax believes that
the absence of physical debris resultant from the destructive inspection and repair activities noted
and relatively fewer total aitborne mold levels with typical taxa and rank order distribution
following repair and clean-up activities are consistent with these generally acceptable interior
working space conditions. BioMax, therefore, believes that these findings provide reasonable
evidence indicating that current destructive inspection, repair, and clean-up measures have
successfully contained potential fugitive mold spore and particulate transmission within the
above noted containment areas to normal representative levels.

Based on these findings, BioMax believes that the current physical site conditions present within
cach of these investigated areas may be considered acceptable in meeting both the visual and
agreed upon analytical clearance criteria established for these activities. As such, BioMax’s
review and interpretation of the collected analytical data associated with each of the noted
containment areas has been shown to meet the previously referenced clearance criteria
established within the BOE building. Such clearance criteria has been presented in BioMax’s
Post Mitigation Clearance Assessment Protocols dated February 15™, 2008, and has been
reviewed and approved by BOE’s environmental consultant, HTI. Therefore, BioMax believes
that the verified achievement of such criteria supports BioMax’s determination and conclusion
that the noted LCD inspection containment areas may be considered acceptable for
reconstruction at this time.

Airborne Particulate Findings:

Analytical particulate findings also sampled and analyzed as part of this assessment identified,
what BioMax believes to be, “unremarkable” levels present within the collected air samples.
Such findings within and surrounding the noted containment areas also provide reasonable
evidence indicating that current particulate clean-up and mitigative control measures have
successfully controlled and contained particulate debris within the identified conptainment areas to
acceptable post mitigation clean-up levels.

ALl L RS

RECOMVENDATIONS

Based on BioMax’s post mitigation assessment findings and conclusions presented in this report,
BioMax believes that the current airbome microbial levels sampled and analyzed from within the
noted LCD investigative containment structures provides no significant evidence of elevated
debris and/or residual microbial contamination through airborne contamination/migration
following the completion of the prescribed investigative, repair, and clean-up measures.

Hence, based on current site observations, field measurements, and review of all available

findings at this time, BioMax belicves that the investigated LCD containment areas may be
considered acceptable for general reconstruction following prudent reconstruction practices.

LCD 22™ Ploor Investigative Area Clearance 10-28-08 g BioMax Environmentai, LLC
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Therefore, based on our professional review and interpretation of these current referenced
findings, BioMax provides the following recommendations for consideration as discussed below:

1. BioMax belicves that current airborne microbial (mold) Jevels and mold taxa (types)
identified withio and surrounding the LCD containment structures are currently consistent
with generally acceptable conditions and industry standard parameters following the
performance of investigative, repair, and clean-up activities noted. Hence, BioMax
recommends that no further airborne microbial sampling activities are warranted within these
specific noted containment areas at this time, and that the containment systems may be
deactivated to allow or forthcoming inspection and reconstruction.

2. Reasonable additional assessment and investigative measures may also be required upon the
identification of new or previously undiscovered materials and/or information related to
moisture/microbial impacts within the noted structures and/or areas, as nccessary. Any
oceurrence and/or re-occurrence of moisture intrusion following reconstruction within these
areas should also be reviewed and addressed through additional professional consultation, as
necessary. BioMax is certainly prepared to provide such professional consultation pertaining
to these and any follow-up investigative measures upon request.

BioMax believes that the conclusions and recommendations provided above are consistent with
DGS’s requested scope of work as relative with standard industry microbial investigative,
assessment, and control practices. Please do not hesitate to contact me directly at (510) 724-3100
if you have any questions, comments, and/or require further assistance regarding this subject
matter.

Sincerely,

Michael A. Polkabla, CIH, REA
Vice President, Principal

AR

£
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Please note that the professional opinions presented in this review are intended for the sole use of
the California State Department of General Services (DGS) and their designated beneficianes.
No other party should rely on the information contained herein without the prior written consent
of BioMax Environmental and DGS. The professional opinions provided herein are based on
BioMax's review and understanding of current site information and observed site conditions
present within the areas inspected at the time these services were performed. Professional
recommendations provided as part of this limited scope of work are intended for client
consideration only and are not intended as a professional or regulatory mandate. Implementation
of any of the above measures or recommendations does not, in any way, warrant the day-to-day
health and/or safety of building occupants, residents, site workers, nor regulatory or building
code compliance status during normal and changing environmental conditions. As microbial
contamination, by nature, may change over time due to additional moisture intrusion, favorable
growth conditions, and changing environments, the findings of this report are subject to change
in the event that such conditions and/or environments arise. Also, the professional opinions
expressed here are subject to revision in the event that new or previously undiscovered
information is obtained or uncovered.

The information contained in this and any other applicable communication is for consideration
purposes only. It is not intended, nor should it be construed as providing legal advice or warranting
any level of safety or regulatory compliance. The sole purpose of such information is to assist with
the anticipation, identification, evaluation and control of elevated and/or unnecessary health of
physical bazards. Any action taken based on this information, including but not limited to opinions,
suggestions and recommendations, whether implied or expressed, is the sole responsibility of the
individual taking the action. The management of acceptable health and safety is criteria dependent
and situation specific in nature, therefore requiring extensive knowledge and prudent value
assessments so as to be properly determined and maintained.

These services were performed by BioMax in accordance with generally accepted professional
industrial hygiene principals, practices, and standards of care. Under the existing Industrial
Hygiene Definition and Registration Act, all reports, opinions or official documents prepared by
a Certified Industrial Hygienist (CIH) constitutes an expression. of professional opinion regarding
those facts or findings which are subject of a certification and does not constitute a warranty or
guarantee, either expressed or implied.

LCD 22™ Floor investigative Area Clearance 10-28-08 11 BioMax Environmental, LLC
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Report for:

Mr. Michael Polkabla
Biomax Environmental
775 San Pablo Ave.
Pinole, CA 94564

Regarding: Project: 102008-01
EML ID: 479931

Approved by: Dates of Analysis:
PP y X Spore trap analysia: 10-21-2008

Lab Manager
Dr. Kamashwaran Ramanathan

Project SOPs: Spore trap analysis (1100000)

This coversheet is included with your report in order to comply with AIHA and ISO accreditation raquirements.

For clarlty, we report the number of significant digits as caiculated; but, due to the nature of this typs of biolagleal data, the number of significant
digits that is useclp for Intarpretation should generally be one or two. All samples were racelved in acceptabla condition unless noted in the Report
Comments portion in the body of the report. Due to the nature of the analyses performed, field blank comrections of results is not a standard
practice. The results relate only ta the items tested,

EMLab P&K ("the Company") shall have no liability to tha cllent or the client's customer with respect to decisions or recommendations made,
actions taken or courses of conduct implemented by either the client or the client's customer as a result of or based upon the Test Rasults. in no
avent shall the Company be liable to the cliant with respect to the Tast Results except for the Company's own willful misconduct or gross
negligence nor shall the Company be liable for Incidental or consequeantial damages or lost profits or revenues to the fullest extent such liability
may be disclaimed by law, even if the Company has baen advised of the possibllity of such damagas, lost profits or lost revenues. In no svent shall
the Company's liablllgy with respect to the Test Resulta excaed the amount paid to the Company by the client therefor.

Document Number: 200091 - Revision Number: 5
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EMLab P&K
1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.emlab.com

Client: Bjomax Environmental Date of Sampling: 10-20-2008

C/O: Mr. Michael Polkabla Date of Receipt: 10-21-2008
Re: 102008-01 Date of Report: 10-21-2008

SPORE TRAP REPORT: NON-VIABLE METHODOLOGY

14226686: 14226756:
Parking garage 2rd |LCD-C-11 hallway
level perimeter (

0.C)

14226767:
LCD-C-6 hallway
(0.C)

14226805:
LCD-C-11
containment

Location:

None

Comments (see below)

None

None

None

Lab ID-Version}:

2119310-1

2119311-1

21193121

2119313-1

spores/m3

spores/m3

raw ct. |spores/m3| raw ct.

raw ct. spores/m3| raw ct.

 Alternaria
Arthrinjum
| Ascospores™ S
| Aureobasidium L
| Basidiospores* 3] 160
Bipolaris/Drechslera group e
 Bofrytis

Chaetomium
Cladosporium

| Curvulania
| Epicoccum
Fusarium
Myrothecium
| Nigrospora
| Other colorless
Penicillium/Aspergillus typest
 Pithomyces

Rugts* :
Smuts*, Periconia, Myxomycetes* |
Stachybotrys Lo
| Stemphylium,
Tomla

| Ulocladivm

| Zygomycetes
Background debris (1-4+)++

Hyphal fragments/m3
Pollen/m3
| Skincells (1-4+)

Sample volume (liters)

§ TOTAL SPORE/m3
Comments:

* Most of thesc spore types are not scen with culturable methods (Andersen sampling), 2lthough some may appear as non-sporulating fungi.

Most of the basidiosporcs are "mushroom™ spores while the rusts and smuts are plant pathogens.

+ The spores of Aspergillus and Penicillium (and others such as Acremonium, Paecilomyces) are smal) and round with very few distinguishing

characteristics. Thoy cannot be diffcrentiated by non-viable sampling methods. Also, some specics with very small spores are easily missed, and

may be undercounted. '

+1Background debris indicates the amount of non-bivlogical particulate matter present on the ace (dust in the air) and the rosulting visibilicy

for the analyst. It is rated from {+ (low) to 4+ (high). Counts from areas with 4+ background debris should be regarded as minimal counts and

tnay be higher then reported. It is important to account for samples volumes when cvaluating dust levels.

The Limit of Detection is the product of a raw count of 1 and 100 divided by the percent read. The analytical sensitivity (counts/m3) js the

prodnet of the Limit of Detection and 1000 divided by the sample volume.

+ A "Version" greater than ) indicates amendcd data.

§rTotal Spores/m3 has been rounded to two sipmificant figures to rcflect analytical precision.
cstAmerica Environmental Microbiology Laboratory, Inc.

210

53

13
260

320 370 440

4+
<13
<13
None
75

3+
<13
<13

1+

75

3+
<13
<13
<]+

75

<]3

<13

None
75

690 430 570 440

EMLab TD: 479931, Page { of 2
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EMLab P&K

1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.emlab.com

Client: Biomax Environmental Date of Sampling: 10-20-2008

C/O: Mr. Michael Polkabla Date of Receipt: 10-21-2008
Re: 102008-01 Date of Report: 10-21-2008

SPORE TRAP REPORT: NON-VIABLE METHODOLOGY
Location: 14226803: 14226796: 14226768:
LCD-C-6 containment | LCD-C-7 containment Ambient front entry

Comments (sce below) None Note Non¢
Lab ID-Versiont: 2119314-1 2119315-1 2119316-1

raw ct. spores/m3 | rawct. spores/m3 raw ct. spores/m3

 Alternaria,
| Arthrinium
Ascospores*

| Aurgobasidium
Basidiospores™

| Bipolaris/Drechslera group
| Botrytis
Chaetomiun
Cladosporium

| Curvularia

Epicoccurm.

 Fusarium

| Myrothecium

| Nigrospora

Qther colorless

| Penicillium/Aspergillus typest
| Pithomyces

[ Rusts* :
Smuts*, Periconia, Myxomycctes* |- - -~
Stachybotrys B
Stemphylium
Torula lE
Ulocladium SRRV
| Zygomycetes SRR L R
| Background debris (1-4+)1t 3+ 4+
 Hyphal fragments/m3 <13 <13
Pollen/m3 <13 <13 <13
Skin cells (1-4+) None None <1+
Sample volume (litcrs) 75 75 75
§ TOTAL SPORE/m3 110 110 5,900

Comments:

110 110

* Most of these spore types arc nat seen with culturable methods (Andersen sampling), although some may appear as non-sporulating fun 2i.
Most of the basidiospores are "mushroom" spores whilc the rusts and smuts are plant pathogens.
t The spores of Aspergillus and Penicillium (and others such as Acremonium, Paecilomyces) are small and round with very fow distinguishing
characteristics, They cannot be differentiated by non-viable sampling methods. Also, some specics with very small spores are easily missed, and
may be undercounted.
+1Background debris indicates the amount of non-biological particulate matter prescat on the wace (dust in the air) and the resulting visibility
for the analyst. It is rated from 1+ (low) to 4+ (high). Counts from arcas with 4+ background debris should be regarded as minimal eounts and
may be highcr then reported. It is important to account for samples volumes when evaluating dust levels.
The Limit of Detection is the product of a raw count of 1 and 100 divided by the percent read. The analyrical sensitivity (counts/m3) is the
product of the Limit of Detection and 1000 divided by the sample volume.
1 A "Vergion” greater than 1 indicates amended data.
§’_Total Spotes/m3 has been rounded to two significant figurcs to reflect analytical precision.

cstAmerica Environmental Microbiology Laboratory, Inc. EMLab ID; 479931, Page 2 of 2
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EMLab P&K
1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.emlab.com

Client: Biomax Environmental Date of Sampling: 10-20-2008
C/0: Mr. Michael Polkabla Date of Receipt: 10-21-2008
Re: 102008-01 Date of Report: 10-21-2008

MoldRANGE™: Extended Outdoor Comparison
Outdoor Location: 14226768, Ambient front entry

Fungi Identified Qutdoor Typical Outdoor Data by Datet} Typical Outdoor Data by Location}
data Month: October State: CA
spores/m3 low med high | freq% | low med high | freq %
Generally able to grow indoors* ' R
Alternaria 7 40 450 62 7 27 210 58
Bipolaris/Drechslcra group 7 13 210 23 7 13 120 13
Chaetomium 7 i3 130 14 7 13 120 19
Cladosporium. 53 800 12,000 97 53 640 6,400 98
Curvularia 7 27 710 27 7 13 210 7
Nigrospora 7 13 230 25 7 13 170 8
Penicillium/Aspergillus types 27 270 3,400 86 38 210 2,500 87
Stachybotrys I 13 350 3 7 13 290 5
Torula I 13 200 12 7 13 150 12
Seldom found growing indoors®® |- "1 ...
Ascospores e 13 170 4700 | 82 13 110 1,800 | 72
Basidiospores ciagoinl 27 500 21,000 | 96 13 210 6,700 | 94
Rusts 21 T 22 410 29 7 13 250 28
Smuts, Periconia, Myxomycetes | 27 i 8 53 880 79 8 40 480 70
TOTAL SPORES/M3 5,837

t The Typical Outdoor Data by Date represents the typical outdoor spore levels across North America for the month indicated. The last column
represents the frexé cney of occurrence. The low, medium, and high values rcﬁrcscnt the 2.5, 50, and 97.5 percemile valucs of the spore typc
when it is detected. For example, if the frequency of occurrence is 63% and the low valuc is 53. it would mean that the given spore type is
detected 63% of the time and, when detected, 2.5% of the time it is present in levels above the detection limit and below 33 spores/m3. These
values are updated periodically, and if cnough data is not available to make a statistically meaningful asscssment, it is indicated with a dash.

1 The Typical Outdoor Data by Location represents the typical outdoor spare levels for the region indicated for the entire year. As with the
Typical Outdaor Data by Datc, the four columns represent the frequency of occinrence and the typical low, medium, and high concentration
valucs for the spore typc indicated. These valucs are updated periodically, and if enough data is not available to make a statistically meaningful
asscssment, it is indicated with a dash.

*The spores in this category are generally capable of growing on wct building materials in addition to growing autdoors, Building related
growth is dependent upon the fungal type, moisturc level, type of matcrial, and other factors. Cladosporium is onc of the predominant spore
types worldwid and is frequently prosent in high numbcrs, Penicilllum/Aspergillus species colonize both outdoor and indoor wet surfaces
rapidly and are very casily dispersed. Other genera are usvally present in lesser numbers,

**These fimgi arc generally not found growing on wet building materials. For cxample, the rusts and smuts are obligate plant pathogens,
However, in each group there are notable cxcoptions. For example, agents of wood decay are members of the basidiomycetes and high counts of
a single morphological type of basidiospore on an ingide sample should be considered significant

Interpretation of the data contained in this report is left to the client or the persons who conducted the field work. This report is provided for
informational and comparative purposes only and should not be relied upon for any other purpose. "Typical outdoor data” are based on the
results of the analysis of samples delivered to and snalyzed by EMLab P&K and assumptions regarding the origins of those samples, Sampling
techniques, contaminants infecting samples, unreprescntative samples and other similar or dissimilar factors may affect these results, In
addition, EMLab P&K may not have rceeived and tested a representative number of samples for every region or time periad. EMLab P&K
hercby diselaims any liability for any and all dircet, indirect, punitive, incidental, special or consequential damages arising out of the use or
interpretation of the data contained in, or any actions taken or omitted in reliance upon, this report.

TestAmerica Environmental Microbiology Laboratory, Inc. EMLah ID: 479931, Pagc 1 of |
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EMLab P&K
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MCROBIAL SPORE TRAP . oy R —Nﬁ«hm
AIR SAMPLING RECORD vege ) of L

BioMax Environmental |Locatien: 22 .7 S Client: P& S
775 San Pablo Ave. LEp freeas Project #: /02008 0 |
Pinole, CA 94564 BoE - 950 M. [
wiywlsomaxgnviron Lco PDate: O Laboratory:
Collected by: /--57’; 1.._4.; N ?‘;‘%{}7
. 1in
Phone: (510)724-3100 | 7, A Do fhtte Reg. Tarn A0
Fax: (510) 724-3145 ‘ Analysts (circlo Fanga
biomaxenv@aol.com Signatuerat P;;g::!:;; )@

BioMax Baviranmental, LLC 08

1922 Géﬁb 094 ?ﬂkmﬂ @M&e_ﬂ_&r@# 97 /30"
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< | \ o=
Please sign this form below ncknnwledgmg sample recelpt and return execnted form with Ia !ﬁﬁ
reports. Fax, send, e-mail results to BloMax Enwvironmengal at (310) 724-3145 blomaxenv: %
Other Instructions: (= e fus , 1 =
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EMLab P&K

Report for:

Mr. Michael Polkabla
Blomax Environmental
775 San Pablo Ave,
Pinale, CA 94564

Regarding: Project: 101308-01
EML ID: 477518

d by: Dates of Analysis:
Approved by ,-/wa,/ Spore trap angysle: 10-15-2008
' . \\/ /
Lab Manager

Dr. Kamaghwaran Ramanathan

Project SOPs: Spore trap analysis (1100000)

This covarsheet I inciuded with your report in arder to comply with AIHA and IS0 accreditation requirements.

For clarity, we report the number of significant digits as calculated: but, due 1o the nature of this type of blclagical data, the number of significant
digits that Is used for interpratation should generally be one or twa. All samples wera recaivad In acceptable candition unless noted in the Report
Comments portion in the body of the report. Due 10 the naturs of the analyses performed, fleld blank comrections of results i3 not a atandard
practice. The results relate anly to the Items teated.

EMLab PSK ("the Company™) shall have no liabiﬁl{ym the cllent or the cliant's customer with respact 1o decisions or recommendations made,
actions taken or courses of conduct implementad by elther the client or the client's customer as a result of ar baged upon the Tast Results. In no
avent shall the Company be llable to the client with msngect 10 the Test Results except for the Company's own willful misconduct or gross
negligence nor shall the Company be liable for incldental or consequantial damapes or |ost profita or revenues 1o the fullest extent such liabllity
may be disciaimed by law, even if the Company hag been advised of the possibility of such damages, lost profits or lost revenues. In no event shall
the Company’s llabllity with respact to the Test Results exceed the amount paid to the Compary by the client therefor.

Document Number: 200091 - Revision Number: 5
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Client: Biomax Environmental
C/O: Mr. Michael Palkabla
Re: 101308-01

BIOMAX ENVIRONMENTAL

1150 Bayhiil Drive, Suite 10
(650) 829-5800 Fax (650) 829

Date of Submittal: 10-13-2008
Date of Receipt: 10-14-2008
Date of Report: 10-15-2008

SPORE TRAP REPORT: NON-VIABLE METBODOLOGY

PAGE 21

EMLab P&K
0, San Bruno, CA 94066
-5852 www.emlab.com

Location:

14226771:
Ambient 23rd
floor west

14226772:
Hallway 22nd
floor at MRR

14226840:
Men's RR LCD
containment

14226728:
22 fountain
Chae NW side

14224986:
22 LCDNE
hallway

Comments (See below)

None

None

None

None

None

Lab ID-Version}:

2108093-1

2108094-1

2108095-1

2108096-1

2108097-1

raw ct, | spores/m3

raw ct. | spores/m3

taw ct, | sporca/m3

19w ct.| spores/m3

raw ct, | Fpores/m3

| Altermaria

3 40

| Arthrinjum

| Ascospores®

6 320

1 33

1 53

| Aurgobasidium

Basidiospores®

24 | 1,300

Bipolaris/Drechslera group

Rotrytis

| Chagtomium

1 13

Cladosporium

800

110

110

10

| Curvularia

Epicoccum

Myrothecium

| Nigrospora

13

Other brown

13

| Other colorless

| Penicillium/Aspergillus typest

270

__160

| Pithomyces

| Rusts*

Smuts*, Periconia, Myxomycetes*

67

Stachybotrys

Stemphylium
Torula

 Ulogladium

| Zygomycetes

Background debris (1-4H)1

3+

2+

2+

2+

2+

[ Hyphal fragments/m3

40

<13

13

<13

<13

| Pollen/m3

13

<13

<13

13

<13

<1+

1+

2+

2+

1+

| Skin cells (1-4-+)
Sample volume (liters)

75

75

75

75

75

|§ TOTAL SPORE/m3

2,800

33

240

330

170

Comments:

* Most of these sparc types are not seen with cultarable methods (Andersen sampling), although some may appear as non-sporulating fungi.

Most of the basidiospores are "mushroom” spores while the rusts and smouts are
and Penicillium (and others such as Acremonium, Paecilo

1 The sporcs of Aspergiliuy

plant pathogens.
mycey) arc small and ronnd with very few distingnishing

characteristics. They eannot be differcntiated by non-viable sampling methods. Also, some specics with very small sporcs arc easily missed, and

may be mdercounted.

++Background debris indicates thc amonnt of non-biological patticulate matter present on

for the analyst. It is rsted from 14 (low) to 4+ (high). Counts from areas with 4+ ba

product of the Limit of Detection and 1000 divided by the aample volume.

1 A "Version” greater than 1 indicates amended data.

§ Total Spores/m3 has been rounded 10 two si%'liﬁcant fignres to reflcct analytical precision.
2

TestAmerica Bnvironmental Microbiology L

oratory, inc.

the trace (dust in the air) and the resnlting visibility

d debris should be regarded as miniral connts and

may be higher then reported. It is jmportant to account for samples volumcs when evaluating dust levels.

The Limit of Dctection is the product of a raw count

of 1 and 100 divided by the percent read. The awalytical sensitivity (counts/m3) is the

EMLab ID; 477518, Page 1 of 3
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EMLab P&K
1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.cmlab.com

Client: Biomax Environmcntal Date of Submittal: 10-13-2008

: Mr. Michae] Polkab] Date of Receipt: 10-14-2008
lcig?llc\)%ds-lglae oreE Date of Report: 10-15-2008

SPORE TRAP REPORT: NON-VIABLE METHODOLOGY

Location: 14226693: 14226592: 14226775: 14226829:

22 L.CD SW hall [22 S ballway (O.C.)] 22 S center 22 S. mail center
elevator lobby containment 22B

Comments (sce below) None None None None

Lab ID-Versiont: 2108098-1 2108099-1 2108100-1 2108101-1

raw ct. | spores/m3| raw ct._|spores/m3| raw ct. spores/m3| raw ct. |spores/m3

Alternaria
Arthrinium
Ascospores*
| Aureobasidium
Basidiospores®
| Bipolaris/Drechslera group
Botrytis
| Chaetomium
Cladosporium 2 110
| Cuyrvularia
Epicoccum,
Fusarium —]
| Myxothecium
Nigrospora
Qther brown 1 13
| Other colorless
Penicillium/Aspergillus typest
Pithomyees
| Rustg* 1 13
Smuts*, Periconia, Myxomycetes* 1 13 1 13
| Stemphylium
Torula
Jlocladium
| Zygomycetes
Background debris (14531 | 2+ + 2+ 2+
 Hyphal fragments/m3 <13 <13 40 <13
Pollen/m3 <13 <13 <13 <13
Skin cells (1-4+) 1+ 1+ 1+ 1+
Samplc volume (liters) 75 75 73 75
3 <13 67 150 <13

Comments:
* Most of these sporc types are not seen with cultnrable methods (Andersen sampling), although some my appear as non-sporulating fungi,
Most of the basidiospores are "mnshroom"” spores while the rusts and smuts ate plant pathogens.
+ The sporcs of Asperyillus and Penicillivr (and others such as Acremonjum, Paecilomyces) arc small and round with very few distinguishing
characteristics, They cannot be differentiated by non~viable sampling methods, Also, some species with very small sporcs arc casily missed, and
may be undercountexl,
+1Background debris indicates the amount of non-biological particulatc matter present on the trace (dust in the air) and the resulting visibility
for the analyst. It is rated from 1+ (low) to 4+ (high). Connts from areas with 4+ background debris shonld be regarded s minimal counts and
moay be higher then feported. It is important to account for samples volumes when evaluating duat levels,
The Limit of Detcction is the praduct of 3 raw count of 1 and 100 divided by the percent read, The analytical sensitivity (counta/m3) is the
product of the Limit of Detection and 1000 divided by the sample volume.

A "Version" greatcr than 1 indicates amendcd data.

Total Spores/m3 has becn rounded 10 two significamt figures to reflcct analytical precision.

estAmcrica Environmental Microbiology Laboratory, Jnc. EMLab 1D; 477518, Page 2 of 3
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EMLab P&K
1150 Bayhill Drive, Suite 100, Sag Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.cmlab.com

Client: Biomax Environmental Date of Submittal: 10-13-2008

C/O: Mr. Michael Polkabla Date of Receipt: 10-14-2008
Re: 101308181 © Date of Report: 10-15-2008

SPORE TRAP REPORT: NON-VIABLE METHODOLOGY

Location: 14226699: 14226858: 14226788: 14226827
oesnen 22 S janitor's area | 22 SE comer area | 22 east hallway Ambient
containment(aborted

Comments (see below) None Norne None None
Lab ID-Version}: 2108102-1 2108103-). 2108104-1 2108105-1

raw ct._|spores/m3| raw ct, |spores/m3 | raw cL. spores/m3| raw ct. |spores/m3|

| Alternaria 9 120_|
| Arthrinium
Ascospores* 1 53 4 210
| Aureobasidiumn -
| Basidiospores™ 1 53 14 750 |
Bipolaris/Drechsleta group _
| Botrytig 1 13

| Chactomium | 13
 Cladosporium 1 53 147 7.800
 Curvularia 2 27

| Epicoccum
Fusarium
 Nligrospora
 Other brown 1 _13
| Penicillium/Aspergillus types’: 26__| 1,400
| Pithomyces
Rusts*
Smuts* Periconia, Myxomycetes* 9 120
Stachybotrys
| Stemphylium
Torula
Ulocladium

| Background debris (1-4+)t1 3+ 2+ 2+ 3+
Hyphal fragments/m3 <13 <13 <13 130
Pollen/m3 13 <13 <13 <13
| Skin cells (1-4+) 1+ 1+ 1+ <1+
Sample volume (liters) 75 75 75 75
1§ TOTAL SPORE/m3 120 <13 3 10,000

Comments:

* Monrt of these spore typcs arc not seen with culturable methods (Andersen sampling), although some may appear as non-sporulating fangi,
Most of the basidiospores are “mushroom” spores whilc the msta and smuts arc plant pathogens.
1 The spotes of dspergillus and Pentcillium (and others such a8 dcremonium, Paecilomyces) are small and round with very few distinguishing
characteristics. They cannot be differentiated by non-viable sampling methods. Alse, some species with very small sporcs arc casily missed, and
may be undercounted.
+4Backgroumd debris indicates the amount of non-biological particulate matter present on the trace (dust in the air) and the resnlting visibility
for the analyst. It is ratcd from 1+ (low) to 4+ (high). Counts from areas with 4+ background debris should be regarded as minimal counts and
may be highcr then reported. 1t is important to account for samples yolumes when evaluating dust levels.
The Limit of Deteetion is the praduct of a raw connt of 1 and 100 divided by the percent read. The analytical senzitivity (counts/m3) is the
product of the Limit of Detection and 1000 divided by the sample volume.
1 A "Version" greater than 1 indicates amended data.
§rTotal Spores/m3 has beem rounded to two significant figures to reflect analytical precisian.

estAtnerica Bnvironmental Microbiology Laborztory, Inc. EMLab ID: 477518, Page 3 of 3
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EMLab P&K
1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www,emlab.com

Client: Bio Environmental Date of Subn'_nittal: 10-13-2008
C/l(g?Mr. D/%lzfm(ael Polkabla Date of Receipt: 10-14-2008
Rc: 101308-01 Date of Report: 10-15-2008

MoldRANGE™: Extended Outdoor Comparison
Outdoor Location: 14226771, Ambient 23rd floor west

Fungi Identifled Outdoor Typical Outdoor Data by Datef | Typical Outdoor Data by Location}
data Month: October State: CA
spores/m3 | Jow med bigh | freg% | low med high | freq %
Generally able to grow indoeors*
Alternaria 40 7 40 450 62 7 27 210 58
Bipolaris/Drechslera group - 7 13 210 23 7 13 120 13
Chaetomium 13 7 13 130 14 7 13 120 19
Cladosporium 800 53 800 12.000 97 53 640 6,400 98
Curvularia - 7 27 710 27 7 13 210 7
Nigrospora 13 7 13 230 25 7 13 170 8
Other brown 13 7 13 120 35 7 13 80 37
Penicillium/Aspergillus types 270 27 270 3.400 86 38 210 2.500 87
Stachybotrys - 7 13 350 3 7 13 290 5
Torula - 7 13 200 12 7 13 150 12
Seldom found growing indoors™™
Ascosporer 320 13 170 4,700 82 13 110 1,800 72
Basidiospores 1,300 27 500 21,000 96 13 210 6,700 94
Botrytis - 7 22 290 10 7 19 200 20
Rusts - 7 22 410 29 7 13 250 28
Smuts. Periconia, Myxomycetes 67 8 53 880 79 8 40 480 70
TOTAL SPORES/M3 2,836

+ The Typical Outdoor Data by Date reprcsenta the typical ontdoor spore levels across North America for the month indicated, The Jast calumn
represents the frequency of occurrence. The low, medium, and high values represcnt the 2.5, 50, and 97.5 percentile valaea of the sporc type
when it is detected. For example, if the frequency of qoarrence is 63% and the Jow value is 53, it would mean that the piven apore 1ype 13
detected 63% of the time and, when detected, 2.5% of the time it is present in lovcls above the detcotion Timit and below 53 apores/m3. These
values are updated periodically, and if cnough data is not available to make a seatistically meaningful asscasment, it is indicated with a dash.

1 The Typical Outdoor Data by Location represcnts the typical outdoor spore Jevels for the region indicated for the emtirc year. As with the
Typical Outdoor Data by Date, the four columns represent the frequency of occurence and the typical low, medium, and high concentration
valucs for the spore typc indicated. These valucs are updated periodically, and if cnough data is not available to make a statistically meaningful
assessmcnt, it is indicated with a dash.

*The spores in this category are generally capable of growing on wet building matcrials in addition to growing outdoors. Ruilding related
growth in dependent upon the fungal type, moisture level, type of material, and other factars. Cladosporium is one of the predominant spore
types worldwide and is frequently pregent in high rumbers. Penicillium/Aspergillus spocics colonize both ontdoor and indoor wet aurfaces
rapidly and are very casily dispersed. Other genera are usvally present in Jesser mimbess,

*»These fungj arz genenlly not found growing on wet building materials. For example, the rusts and smuts arc obligate plant pathogens.
However, in each group there are notable cxceptions. For example, agents of wood decay aro mermbera of the basidiomycetes and high counts of
a single morphological type of basidiospore on an inside rample should be considered significant.

Jntcrpretation of the data contained in this report is left to the clicnt or the persons who conducted the ficld work. This report is provided for
informational and comparative purposes only and should not be relied upon for any other purpose. "Typical outdoor data” are basca on the
results of the analysis of samples delivered to and anglyzed by EMLab P&K and sssumptions regarding the origins of thosc samples, Sampling
techmiqtes, contaminants infccting samples, unropresentative samples and other similar or dissimilar factors may affect these yesults. In
addition, EMLab P&K may not have received and torted a representative number of sanoples for every region or time period. EMLab P&K
hereby disclaims any liability for any and all direct, indirect, punitive, jncidental, special or consequential damages ariaing out of the use or
intcrpretation of the data contained tn, or any actions taken or omitted in reliance upon, this report.

TestAmerica Environmental Microbiology Laboratory, Inc, EMLab ID: 477518, Pagc 1 of 2
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EMLab P&K
1150 Bayhill Drive, Suite 100, San Bruno, CA 94066
(650) 829-5800 Fax (650) 829-5852 www.emlab.com

Date of Submittal: 10-13-2008
Date of Receipt: 10-14-2008
Date of Report: 10-15-2008

Client: Biomax Environmental

C/O: Mr. Michsael Polkabla

Re: 101308-01

MoldRANGE™: Extended Outdoor Comparison
Outdoor Location: 14226827, Ambient

Fungi Identified Outdoor Typical Ontdoor Data by Datet Typical Outdoor Data by focation}
data Month: October State: CA
gpores/m3 | low med high | freq% | low med high | freq %
Generally able to grow indoors*
Alternatia 120 7 40 450 62 7 27 210 58
Bipolaris/Drechslera group - 7 13 210 23 7 13 120 13
Chaetomium 13 7 13 130 14 7 13 120 19
Cladosporium. 7,800 53 800 12,000 97 53 640 6,400 98
Curvularia 27 7 27 710 27 7 13 210 7
Nigrospora - 7 13 230 25 7 13 170 g
Otber brown - 7 13 120 35 7 12 80 37
Penicillium/Aspergillus types 1,400 27 270 3.400 86 38 210 2,500 87
Stachybotrys - 7 13 350 3 7 13 290 5
Torula - 7 13 200 12 7 13 150 12
Seldom found growing indoors**
Ascospores 210 13 170 4,700 82 13 110 1,800 72
Basidjospores 750 27 500 21,000 96 13 210 6,700 94
Botrytis 13 7 22 290 10 7 19 200 20
Rustr - 7 22 410 29 7 13 250 28
Smuts, Periconia, Myxomycetes 120 8§ 53 880 79 8 40 480 70
TOTAL SPORES/M3 10,453

t The Typical Outdoor Data by Date represerts
nency of occurrence. The low, medium, and high

For example, if the frequency of occwsrence is 63%
detected 63% of the time and, when detected, 2.5% of the time it in preseat in
values are updated periodically, and if cnough data is not available to make a statistica

represents the f
when 1t is dete:

1 The Typical Outdoor Data by Loeation represents the typical outdoor spore levels for
Typical Outdoor Data by Date, the four columns represent the frequency of occurrence

the typical outdoor spore Jevels across North Amcriea for the month indicated, The last column
valnes reproscnt the 2.5, 50, and 97.5 percentilc values of the sporc type
and the low valuc is 53, it would mcan that the given spore type is
{ovels above the detection limit and below 53 spores/m3. These
lly meaningful aszcssment, it is indicated with a dash.

the region indicated for the entirc year. As with the
and the typicsl low, medinm, and high concentration
valucs for the spare type indicated. These valucn are updated periodically, and if cnough

data i3 not available to make 3 rtatistically meaningful

assessment, it ia indicated with a dash.

*The spores in this catcgory are generaily capable of growing on wet building natcrials in addition to growing outdoors. Building related
growth is dependent upon the fungal type, moisture level, type of material, and other factors. Cladosporium ig one of the predominant spore
types worldwide and is frequently present in high numbess. Pentctllism/Aspergillus specics colonize both outdoor and indoor wet surfaces
tapidly and are very carily dispersed. Other genera are ususily present in lesser mumbers.

**These fungi atc generally not fonnd %mwing on wet building materials, For example, the rusts and smuts axe obligate plant pathogens.
However, in each group there are notable cxecptions. For example, agents of wood decay are membcrs of the basidiomycctcs and high counts of
a single morphological type of basidiospere on an inside sample should be considered significant

Intorpretation of the data contained in this report js left to the clicnt or the persons who conducted the field work. This report is provided for
informational and comparative piposes only and should not be relied upon for any other purpase. "Typical omtdoor data” are based on the
results of the analysis of ramples delivered to and analyzed by EMLab P&K and zsrumptions regarding the erigins of thosc samples. Sampling
techniques, contaminants infccting samaples, nnrepresentative samples and other similar or dissimilar factors may affect these reaults. In
addition, EMLab P&K may not have received and teated a representative number of samplea for every region or time period. EMLab P&K
Dereby disclaims any liability for awy and all direct, jndireet, punitive, incidental, special or consequential damagcs arising ot of the nse or
imterpretation of the data contained in, or any actions taken or omitted in reliance upon, this report.

TestAmerica Environmemtal Microbiology Laboratory, Inc. EMLab 1D: 477518, Page 2 of 2
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MICROBIAL SPORE TRAP |

AIR SAMPLING RECORD |’ poge_/ of_Z=

BioMax Environmental [Locatlon: §50. N Sireef | Client: %{ o~ Seraly

: YR,

’T75 San Pablo Ave, Sacronate, A Project# 100 £ o

Pinole, CA 94564 22t ,F;:’a,,- LD Sy ~ 0/

mrwblommsenyviremnentaloow | Date; /O I3/OR Laboratory: Fa1/cdc

Collected by: [ _
Phone: (510)724-3100 | . A. Rolkobis || Req. Turn Around: 24¢ %<
lgax (510) 724314 Signoture: ! Analysis (clrcle):(funéal]
10mAXeNYILA M Particulate
! ‘ . uant xcaﬁo;z.
1~ |\ fzzerr | CT40 Amém# 2.?1”'1 r/oof Lot #9 / a?’-
> |\yezp7re | OTSC | Mellve, ?aw Floor @ MERLs2)| 72° /28"
3~ U4226840 CE\o Mens P2 ﬂ.cég a:#'—ﬂ‘ “yt /E
~N ]

Y- \P22b T2B oRes  |zz /’o....{m» gw Sty vz /22"
5 M 24580 SF3S | 2= LED hE prelless S T2z
© - | jyeeela? 085D 22 LD s?uu Hcll é&wér.daééa Xt / 237
77 g2z ooz cAel | 22 S Hedles (o, c. ) s /23
‘- &;12.5"575_ A IS =22 5 C%A‘kr c.o«—A.—.,:ﬂ' </ /.?.f7
- ©E27 CAZo 22 S /)?iwvif b 228 3% /%7
10-|i42200a% | 23S | 22 S Sevdrs Ame g2 /24

Total Sample Ti/me | Flow Rate Total Sample 1) Ambient Ccndil[ons Comments:

(min): (mit): Volume (liters): |, |Cloar ~cabl s A

5 < LY

Please sign this form below acknawledging sample rebeipt and return executed foxm with laboratary

reports. Fax, send, e-mail resulfs to BloMax Enviro

mental at (510) 724-3145 biomnxenv@aol.cnm

Other Instructions: 5

Relinquished by: | Racaived By: &07%% o
Method of Transporsation; F A £ .

Time/Date Sent: 4 .30 1of B3/0y ; ;Tima/Date Recelved: - ZJ /ﬂf/ﬂ d> q‘go

BiocMax Environmental, LLC-0B

LU

lOUO‘o??S‘IS
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L
|
MICROBIAL SPORE TRAY
AIR SAMPLING RECORD Page 2 of 2
BioMax Environmental |[Location: £cp af;Sheeof Client: DGS
775 San Pablo Ave. : o OISO
Pinole, CA 94564 220t Plpee LED Are | Project#; /C[30X =0
L enyironmontalcom | Date: /9 | Laboretory: (v #6bs
Collected by: o
Phone: (510) 724-3100 . A RBlechts Req. Turn Around: 2% 4.
g?:r:rlaxe(:\:@())aztgsgqus Stgnatare: ¥ Analysis (cirele)Frmgal 2>
) el Pa
M / )
S , 2 """'= -E :E@‘"w:
L9, 1 i Wbl 31 MLTEL R,
fr- ,HZZ&%S Dﬁig _22\ SE_ &C;thﬂp
T : , ‘
(2~ | /22678 % /000 22 - £.d y.ie//wf, (a..A-...—J g2/>% 7
B A@aﬁéfi A
2-lHzeegemr | 1016 | pobed s1°/ 27"
]
|
i
Total Sample Time Flow Rate Totel Ssmple | ' | Ambient Conditions: Commenits:
(rmin): (Vmin): Votome (literg): | -
> /S b ¥

Please sign this form below acknowledging sample re
reports. Fax, send, e-mail results to BioMax Enviro

Other Instructions:

keipt and veturn executed form vith laharatory
rimental at (510) 724-3145 biomaxenv@aol.com
l 1

Relinquished by: ~zZ-t5r

Time/Dale Sent:  “1: 3¢

12/13 [ ¢4

T eRET | Recetved By: 5%‘*&,,‘ N

Method of Transportation: SEofg=c

——

i Ime/Date Received: M / }5'/7 X f}?’)

BioMax Exvironmenal, LLC 08

ARG Ry

l
000477515
{
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Page 1 of 7

Attachment A: Digital Images
BOE 22™ Floor LCD Containment Clearances

Sacramento, CA

Click here for color photos

2008710/

1) Image of ambient air sampling location at 23" Floor western balcony of BOE building
(Subject Building) located at 450 N Street, Sacramento.

'ﬁﬁf i

2) Image of air sampling equipment located within interior of Men’s Restroom containment at
time of assessment. Note sheetrock removal at area formerly containing sink cabincts.

RioMax Environmental, LLC 10/13™ 20", 2008


PLawson
Placed Image

http://www.boe.ca.gov/info/pdf/MRC_Reports/BOE_Post_Inspection_Clearance_Assessment_Report_LaCroix_Davis_Investigative_Areas_22nd_Floor_Photos.pdf
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Page 2 of 7

October 13" and 20%, 2008
BOE 22" Floor LCD Containment Clearances

Sacramento, CA

3) Tmage of reconstructed wall within interior of containment erected at center north hallway
fountain chase location area at time of assessment.

4) Image of reconstructed wallboard material within southeast hallway containment structures at

time of assecssment.

BioMax Environmental. LLC 10/13™ -20™, 2008
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5) Image of bascboard removal and LCD sampling locations/ID within center containment of

BOE 22™ Floor LCD Containment Clearances

October 13" and 20*, 2008
Sacramento, CA

north hallway area.

6) Close up imagc of completed LCD sampling/inspection area and repair within mail center

containment barrier system at time of asscssment.

BioMax Environmental, LLT 10/13" -20™, 2008
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B re =

BOE 22™ Floor LCD Containment Clearances

October 13% and 20%, 2008
Sacramento, CA

= = o = =
S T ni%
== =

oty

TImage of air sampling cqujpment and repaired LCD inspection holes located within Janitor’s

closet room on south side of building.

7

8) Image of air sampling equipment and repaired LCD inspection holes located within storage

room on south west side of building.

BioMax Environmental, LLC 10/13" -20™, 2008
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October 13" and 20*, 2008
BOE 22™ Floor LCD Containment Clearances

Sacramento, CA

9) Image of air sampling equipment and repaired LCD inspection areas within LCD-C-

11containment at time of assessment.

""'5"”"""?!3?' N
i W-% o
.

10) Image of air sampling equipment and repaired LCD inspection arcas within LCD-C-6
containment at time of assessment.

BioMax Environmental, LLC 10/13™ -20™, 2008

PAGE
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October 13% and 20™, 2008

BOE 22" Floor LCD Containment Clearances

Sacramento, CA

11) Image of repaired LCD inspection areas within LCD-C-7 containment at time of assessment.

12) Image of hallway containment entrance and structures of LCD-C-7 at time of assessment.

BioMax Environmental, LLC 10/13" -20", 2008
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October 13% and 20", 2008
BOE 22™ Floor LCD Containment Clearances

Sacramento, CA

13) Tmage of ambient air sampling {ocation at main entrance of BOE building performed at
conclusion of interior clearance inspection sampling .

BioMax Environmental, LLC 10/13" 20", 2008
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